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(3) Any emission appearing on a fre-
quency removed from the carrier fre-
quency by more than 25 kHz shall be
attenuated at least 80 dB below the
level of the unmodulated carrier.

(4) In the event spurious emissions
cause harmful interference to other
stations or services, such additional
steps as may be necessary to eliminate
the interference must be taken imme-
diately by the licensee.

(c) Frequency control. The transmitter
shall be equipped with automatic fre-
quency control apparatus so designed
and constructed that it is capable of
maintaining the operating frequency
within 0.0015 percent of the assigned
frequency.

(Secs. 4, 5, 303, 48 Stat., as amended, 1066,
1068, 1082 (47 U.S.C. 154, 155, 303))

[38 FR 18895, July 16, 1973, as amended at 44
FR 65765, Nov. 15, 1979]

§73.757 Auxiliary transmitters.

Upon showing that a need exists for
the use of auxiliary transmitters, a li-
cense may be issued provided that:

(a) Auxiliary transmitters may be in-
stalled either at the same location as
the main transmitters or at another lo-
cation.

(b) [Reserved]

(c) The auxiliary transmitters shall
be maintained so that they may be put
into immediate operation at any time
for the following purposes:

(1) The transmission of the regular
programs upon the failure of the main
transmitters.

(2) The transmission of regular pro-
grams during maintenance or modifica-
tion work on the main transmitter, ne-
cessitating discontinuance of its oper-
ation for a period not to exceed 5 days.
(This includes the equipment changes
which may be made without authority
as set forth elsewhere in the rules and
regulations or as authorized by the
Commission by letter or by construc-
tion permit. Where such operation is
required for periods in excess of 5 days,
request therefor shall be in accordance
with §73.3542 of this chapter.)

(3) Upon request by a duly authorized
representative of the Commission.

(d) The auxiliary transmitters shall
be tested at least once each week to de-
termine that they are in proper operat-
ing condition and that they are ad-
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justed to the proper frequency except
that in the case of operation in accord-
ance with paragraph (c) of this section
during any week, the test in that week
may be omitted provided the operation
under paragraph (c) of this section is
satisfactory. A record shall be kept of
the time and result of each test. Such
records shall be retained for a period of
two years.

(e) The auxiliary transmitters shall
be equipped with satisfactory control
equipment which will enable the main-
tenance of the frequency emitted by
the station within the limits prescribed
by the regulations in this part.

(f) The operating power of an auxil-
iary transmitter may be less but not
greater than the authorized power of
the main transmitters.

[28 FR 13696, Dec. 14, 1963, as amended at 37
FR 25843, Dec. 5, 1972; 60 FR 55480, Nov. 1,
1995]

§73.758 Alternate main transmitters.

The licensee of an international
broadcast station may be licensed for
alternate main transmitters provided
that a technical need for such alter-
nate transmitters is shown and that
the following conditions are met: Both
transmitters:

(a) Are located at the same place;

(b) Shall have the same power rating;
and

(c) Shall meet the construction, in-
stallation, operation, and performance
requirements of good engineering prac-
tice.

[37 FR 25843, Dec. 5, 1972]

§73.759 Modification of transmission
systems.

Specific authority, upon filing formal
application (FCC Form 309) therefor, is
required for any of the following
changes:

(a) Change involving an increase or
decrease in the power rating of the
transmitters.

(b) A replacement of the transmitters
as a whole.

(c) Change in the location of the
transmitting antenna.

(d) Change in location of main studio,
if it is proposed to move the main stu-
dio to a different city from that speci-
fied in the license.
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